
INSTALLATION INSTRUCTIONS

FM-DSL Module

The FM-DSL module blocks DSL signals that may adversely affect 
the ability of an alarm panel to communicate with the central 
station. This module is a passive device that will not affect DSL 
service.  
Figure 1. FM-DSL module.

Figure 2. Typical Installation
Note: This installation allows a DSL modem to be connected to any 
standard telephone jack in the home. Filters may be required for each 
house phone.

Specifications

Compatible with all DSC Control Panels

Temperature- - - - - - - - - - - - - - - - 0ºC to 50ºC ( 32ºF to 122ºF )

Humidity - - - - - - - - - - - - - - - - - 0 to 95% RH, non-condensing

Installation

Refer to figure 2 and figure 3 for installation configurations Figure 3. Alternate Installation
Note: This installation can be used if the DSL modem is connected to a 
dedicated line. Filters will not be required for each house phone.

1. Mount the FM-DSL module on the inside of the control panel cabi-
net using the plastic standoffs. For installation in a Concourse 
Home-wiring system use the Concourse small mounting plate            
HS-MP200. If using a control panel other than a DSC control panel, 
drill mounting holes in the cabinet or use double-sided tape (not 
provided).

2. Connect the flying leads of the RJ-31x cable as follows:

RJ-31x Cable
Red
Green
Grey
Brown

FM-DSL Module
Phone Line Ring
Phone Line TIP
Local Telephone R1
Local Telephone T1

3. Connect the control panel telephone line terminals as follows:

Control Panel FM-DSL Module

RING
TIP
R1
T1

Control Panel RING
Control Panel TIP
Control Panel R1
Control Panel T1

Note: If an Escort and/or Intercom module is also installed, the R1 
and T1 terminals of the FM-DSL module must be connected to the 
R1 and T1 terminals of the last module connected (see diagram).

4. Verify that the control panel can communicate with the central sta-
tion while browsing or downloading from the internet. Refer to the 
control panel installation manual for communication testing infor-
mation.
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FCC COMPLIANCE STATEMENT

CAUTION: Changes or modifications not expressly approved by Digital 
Security Controls Ltd. could void your authority to use this equipment.

This equipment has been tested and found to comply with the limits for a Class 
B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed 
to provide reasonable protection against harmful interference in a residential 
installation. This equipment generates, uses and can radiate radio frequency 
energy and, if not installed and used in accordance with the instructions, may 
cause harmful interference to radio communications. However, there is no guar-
antee that interference will not occur in a particular installation. If this equip-
ment does cause harmful interference to radio or television reception, which 
can be deter-mined by turning the equipment off and on, the user is encour-
aged to try to correct the interference by one or more of the following mea-
sures:
• Re-orient the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different from that to which the 

receiver is connected.
• Consult the dealer or an experienced radio/television technician for help.

The user may find the following booklet prepared by the FCC useful: "How to 
Identify and Resolve Radio/Television Interference Problems". This booklet is 
available from the U.S. Government Printing Office, Wash-ington D.C. 20402, 
Stock # 004-000-00345-4.

IMPORTANT INFORMATION

This equipment complies with Part 68 of the FCC Rules and the requirements 
adopted by the ACTA. On the printed circuit board of this equipment is a label 
that contains, among other information, a product identifier in the format 
US:AAAEQ##TXXXX. If requested, this number must be provided to the Tele-
phone Company.

Product identifier: US:F530T00BFM-DSL

USOC Jack: RJ-31X

Telephone Connection Requirements 

A plug and jack used to connect this equipment to the premises wiring and tele-
phone network must comply with the applicable FCC Part 68 rules and require-
ments adopted by the ACTA. A compliant telephone cord and modular plug is 
provided with this product. It is designed to be connected to a compatible mod-
ular jack that is also compliant. See installation instructions for details.

Ringer Equivalence Number (REN) The REN is used to determine the number of 
devices that may be connected to a telephone line. Excessive RENs on a tele-
phone line may result in the devices not ringing in response to an incoming call. 
In most but not all areas, the sum of RENs should not exceed five (5.0). To be cer-
tain of the number of devices that may be connected to a line, as determined by 
the total RENs, contact the local Telephone Company. For products approved 
after July 23, 2001, the REN for this product is part of the product identifier that 
has the format 

US: AAAEQ##TXXXX. The digits represented by ## are the REN without a deci-
mal point (e.g., 03 is a REN of 0.3). For earlier products, the REN is separately 
shown on the label.

Incidence of Harm If this equipment [FM-DSL Module] causes harm to the tele-
phone network, the telephone company will notify you in advance that tempo-
rary discontinuance of service may be required. But if advance notice is not 
practical, the Telephone Company will notify the customer as soon as possible. 
Also, you will be advised of your right to file a complaint with the FCC if you 
believe it is necessary.

Changes in Telephone Company Equipment or Facilities The Telephone Com-
pany may make changes in its facilities, equipment, operations or procedures 
that could affect the operation of the equipment. If this happens the Telephone 
Company will provide advance notice in order for you to make necessary modifi-
cations to maintain uninterrupted service.

Equipment Maintenance Facility If trouble is experienced with this equipment 
[FM-DSL Module], for repair or warranty information, please contact the facility 
indicated below. If the equipment is causing harm to the telephone network, 
the Telephone Company may request that you disconnect the equipment until 
the problem is solved. This equipment is of a type that is not intended to be 
repaired by the end user.

Simplex Time Recorder Co. 100 Simplex Drive, Westminster MA 01441-0001 USA, 
Tel: (978) 731-2500

Additional Information Connection to party line service is subject to state tariffs. 
Contact the state public utility commission, public service commission or corpo-
ration commission for information.

If your home has specially wired alarm equipment connected to the telephone 
line, ensure the installation of this equipment [FM-DSL Module] does not disable 
your alarm equipment. If you have questions about what will disable alarm 
equipment, consult your telephone company or a qualified installer.

Industry Canada Compliance Statement

This Class B digital apparatus meets all requirements of the Canadian interfer-
ence-causing equipment regulations.
Cet appareil numérique de la Classe B respecte toutes les exigences de règlement 
sur le matériel brouilleur du Canada.

IC:160A - FMDSL

"NOTICE: This equipment meets the applicable Industry Canada Terminal 
Equipment Technical Specifications. This is confirmed by the registration 
number. The abbreviation, IC, before the registration number signifies that 
registration was performed based on a Declaration of Conformity indicat-
ing that Industry Canada technical specifications were met. It does not 
imply that Industry Canada approved the equipment"

Limited Warranty
DSC warrants that for a period of one year from the date of purchase, the product 
shall be free of defects in material and workmanship under normal use and that in 
fulfillment of any breach of such warranty, DSC shall, at its option, repair or 
replace the defective equipment upon return of the equipment to its repair depot. 
This warranty applies only to defects in materials and workmanship and not to 
damage incurred in shipping or handling, or damage due to causes beyond the 
control of DSC, such as lightning, excessive voltage, mechanical shock, water 
damage or damage arising out of abuse, alteration or improper application of the 
product.

The foregoing warranty shall apply only to the original purchaser, and shall be in 
lieu of any and all other warranties, whether expressed or implied and of all other 
obligations or liabilities on the part of DSC. This warranty contains the entire 

warranty. DSC neither assumes responsibility for, nor authorizes any other person 
purporting to act on its behalf, to modify or to change this warranty, nor to 
assume for it any other warranty or liability concerning this product.
In no event shall DSC be liable for any direct, indirect or consequential damages, 
loss of anticipated profits, loss of time or any other losses incurred by the pur-
chaser in connection with the purchase, installation or operation or failure of this 
product.

Important!
DSC recommends that the entire system be completely tested on a regular 
basis. However, despite frequent testing, and due to but not limited to crimi-
nal tampering or electrical disruption, it is possible for this product to fail to 
perform as expected.
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